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The purpose of this letter is to provide notification of water-quality monitonng results at the 
Rocky Flats Cleanup Agreement (RFCA) Point of Evaluation (POE) surface-water monitonng 
station location S W 9 3  in Walnut Creek above Pond A-1 

An elevated 30-day average value for plutonium has been observed at SW093 during July 
1999 Results are presented in Table 1 

Table 1 30-Day Average Calculated Value for RFCA POE SW093 Monitoring Location 
Analyte Initial Date of 30-day Average Initial Reportable 3O-day Avg 

>0.15pCdL Value (pCdL) 
UN LASS1 IED Plutonium 712 5/99 0 155 CONFIDEN 

'No 30-day values have been calculated for dates after 7/25/99 Calculated values after 7/25/99 will be 
Authonzed Classifier 
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determined upon receipt of analytical results for subsequent SW93 samples 

Monitoring Results Downstream from SW093 

Water flowing from SW093 during this period was detained in Pond A-3 and batch discharged 
to Pond A 4  on August 2-9, 1999 and subsequently detained for predischarge sampling and 
analysis before being direct discharged to Walnut Creek A pre-discharge sample of Pond A- 
4 collected on August 10, 1999 (in preparation for the August 27 through September 7 direct 
discharge) gave analytical results of 0 009 pCilL for plutonium 

Results for three composite samples collected at RFCA Point of Compliance (POC) GS11 
(Pond A 4  Outlet) during this discharge have not been returned from the laboratones Further 
downstream, results for three composite samples collected at RFCA POC GS03 during this 
same Pond A-4 discharge have also not been returned from the laboratones 
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Monitoring Results Upstream from SW093 

Monitonng Station Location Analyte Sample Period Value 

Culvert north of Solar Ponds Plutonium 7/24/99 1 1  5 
draining B779 Area 
Culvert north of Solar Ponds Plutonium 713 1/99 Pending 

(PCfi) 

Analytical results received to-date from the July through August period for upstream locations 
are summarized in Table 2 Water sampled at SW093 originates from the northern portion of 
the Site's PA and North Walnut Creek where several RFCA Performance and Source Location 
monitoring stations sample the upstream flows 

GS32 

SW 1 18 

SW 1 18 

draining B779 Area Resu I ts 
Culvert north of Solar Ponds Plutonium m8r99 Pending 
draining B779 Area Results 
North Walnut Creek 560 feet Plutonium 811 - 8/13/99 -0 001 
above Portal 3 
North Walnut Creek 560 feet Plutont urn 8/13 - Sampl tng 
above Portal 3 in 

progress 

Water-Quality Results Analysis 

Reportable 30-day average values calculated at SW093 for July (see Attachment 1) have 
been observed at this location in the past (see Attachment 2) Recall that the Progress Report 
#3 to the Source Evaluatron and Mrtrgatrng Plans for Walnut Creek and the Final Report to the 
Source Evaluation and Mitigating Plans for Walnut Creek RFCA source evaluation did not 
'identify discrete source area(s) upgradient of monitoring station SW093 

RFCA requires the Site respond to these elevated results RMRS proposes that the course of 
action include 

(1) Continuing observation, 
(2) Implementation of scheduled remediation projects, and 
(3) Continuing progress on the Actinide Migration Evaluations 

In consultation with your staff, we may choose to augment or modify these actions to align 
with the Site Closure plan or to complete an abbreviated source evaluation effort 
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If you have any questions on this transmittal, please contact Keith Motyl at extension 21 72 or 
Bill Burdelik at extension 51 26 

Martin Wheeler 
Vice President, Waste Operations 
Rocky Mountain Remediation Services, L L C 
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Attachments 
1 Table of 30 day average calculated values for Pu and Am from Jul! 14 through July 15, 

1999 
2 DOE Gaging Station SW093 30 Day Volume-Weighted Moving Averages for Pu-239, 240 

and AM-241 Activities 
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